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The inspection in the shop must, in general, cover the identification of material, the accuracy of work, and fulfillment of specifications and drawings in every respect, and reports of finished weights and progress of the work, in all of which the inspector must have ample opportunity to do his work. All rejected material must be made good to the satisfaction of the inspector.
All long measurements in the shop made by the inspector, must be made with a steel tape which must be compared with the shop's standard measure to assure their agreement.
In case of any disagreement between the inspectors and the contractors regarding the inspection, appeal may be had to Purdy & Henderson, Consulting Engineers, but their decision shall be final.
Beams: In general not more than J^ of an inch will be allowed by the drawings for clearance at each end of beams connecting to beams and not more than J^ of an inch at each end of beams connecting to columns. All ,beams supported by connection angles riveted to the webs when finished, must measure out to out of such connection angles, not more than the length given on the drawings, and not more than J^ of an inch less than that length. All beams connecting to columns may be % inch shorter than shown on the drawings, but must not be longer.
All open holes must be true to the drawings, and an error in the distance from end to end, between the open holes in the flanges at the ends of beams of more than 1-16 of an inch must not be approved by the inspector.
Where connections are marked standard, the standards adopted for this particular job must be used I Beams or other material used in floor construction, excepting bent plates used in connections, must not be heated for bending, cutting, or fitting, unless so marked on the drawings.
Beams split or permanently injured by work in the shop must not be used.
Beams which are required to be bolted together with separators in the building, must be assembled and bolted together in shop when practicable.
Columns: The distance from the center of the columns out to the open holes required for the connection of beams, must be verified by the inspector. If, on account of the material overrunning in weight or on any other account, these distances are wrong more than 1-16 of an inch, the error must be remedied, as the inspector may desire.
All columns must be milled or ground at each end to a smooth bearing surface at right angles to the axis of the column, and the inspector must verify from time to time, the adjustment of the machinery used in this work.